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To help conserve fuel and prolong engine life, standard auto-idle reduces engine 
speed after the operator has vacated the seat. Full auto-idle (available with EH 
controls) slows the engine after fi ve seconds of inactivity, and resumes preset engine 
speed with any movement of the joysticks. 

Fluid-fi ll locations and checkpoints are grouped and color-coded. And a conveniently 
displayed maintenance chart helps ensure that nothing gets overlooked. 

Getting to the heart of a John Deere is easy. There’s no need to raise the boom — 
just pivot the cab and remove the fl oor. Takes only minutes.    

Unique cooler design resists debris buildup and makes radiator and cooler cores 
easier to clean. 
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Servicing a D-Series Skid Steer is simple and quick. So simple, in fact, that you won’t even have to raise the boom for daily 
service or most periodic maintenance. Checkpoints are grouped beneath the hinged door, and easily removable side 
panels give way to the coolers, maintenance-free battery, and fl uid and air fi lters. If necessary, the operator station can 
be tilted in minutes for best-in-class drivetrain access. And industry-leading parts and service are just as accessible at 
more than 1,200 John Deere dealer locations from coast to coast.

We’ve lowered the boom 
on maintenance.

1.  Daily servicing is 
quick and con-
venient. Simply 
lift the hood for 
ground-level 
access to check 
fl uids and refuel.    

2.  Spin-on fi lters and 
environmental 
drains allow quick 
fl uid changes.

3.  Through-the-
monitor onboard 
fault codes and 
diagnostics help 
speed trouble-
shooting.

4.  Because no main-
tenance beats 
low maintenance, 
serpentine belt and 
hydraulic engine 
valve lifters never 
require adjustment.

5.  Hydraulic sight 
gauge and see-
through coolant 
and windshield 
washer fl uid 
reservoirs let you 
check levels at 
a glance.

6.  Need extra elbow-
room? Raise the 
boom for wide-
open engine com-
partment access. 
Unique lock lever 
secures the boom 
from inside the cab.
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Engine 318D 320D
Manufacturer and Model John Deere PowerTechTM E 4024HT John Deere PowerTech E 4024HT
Non-Road Emission Standards Certifi ed to Interim Tier 4 emissions Certifi ed to Interim Tier 4 emissions
Cylinders 4 4
Net Peak Power (ISO 9249) 58 net hp (43.3 kW) at 2,300 rpm 63 net hp (47.1 kW) at 2,300 rpm
Gross Peak Power (ISO 14396) 63 hp (47.0 kW) at 2,200 rpm 68 hp (50.8 kW) at 2,300 rpm
Displacement 149 cu. in. (2.4 L) 149 cu. in. (2.4 L)
Net Torque Rise 31% at 1,500 rpm 27% at 1,600 rpm
Aspiration Turbocharged and intercooled Turbocharged and intercooled
Air Cleaner Dry dual element Dry dual element
Cooling 318D / 320D
Fan Drive Variable-speed hydraulic drive
Powertrain 318D 320D
Hydrostatic-manual; four 80 HD heavy-duty chain, continuous loop
Single Speed 6.8 mph (10.9 km/h) 6.8 mph (10.9 km/h)
Axles Induction-hardened, one-piece forged axle shafts with maintenance-free oil-bath lubrication of inner 

and outer axle bearings
 Maximum Axle Torque 4,450 lb.-ft. (6052 Nm) 4,725 lb.-ft. (6426 Nm)
 Tractive Effort 7,315 lbf (3318 kgf) 7,100 lbf (3220 kgf)
Final Drive Chains, high strength, adjustment free
Brakes Integral, automatic, spring applied, hydraulically released wet-disc park brake
Hydraulics
Standard Pump Flow 18 gpm (68 L/m) 20 gpm (76 L/m)
Total Pump Flow with High-Flow Option 27 gpm (102 L/m) 31 gpm (117 L/m)
System Pressure at Couplers 3,100 psi (21 374 kPa) 3,100 psi (21 374 kPa)
Hydraulic Horsepower
 Standard Flow (calculated) 34 hp (25 kW) 38 hp (28 kW)
 High Flow (calculated) 54 hp (40 kW) 62 hp (46 kW)
Cylinders 318D / 320D
John Deere heat-treated, chrome-plated, polished cylinder rods, hardened steel (replaceable bushings) pivot pins
Electrical
Voltage 12 volt
Battery Capacity 750 CCA  (optional 925 CCA)
Alternator Rating 70 amp
Lights Halogen, 2 front and 1 rear standard
Operator’s Station
ROPS (ISO 3471)/FOPS (ISO 3449) structure with quick-pivot standard
Tires/Wheels 318D 320D
Standard Tire Size 10 x 16.5 8 PR Extra Wall 12 x 16.5 10 PR SKS
Serviceability 318D / 320D
Refi ll Capacities
 Fuel Tank 19.0 gal. (70.0 L)
Operating Weights 318D 320D
Base Machine 6,450 lb. (2928 kg) 6,600 lb. (2996 kg)

318D / 320D
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Machine Dimensions 318D 320D
A Length without Bucket 9 ft. 0 in. (2.74 m) 9 ft. 0 in. (2.74 m)
B Length 11 ft. 0 in. (3.36 m) 11 ft. 0 in. (3.36 m)
C Width without Bucket 5 ft. 3 in. (1.61 m) 5 ft. 9 in. (1.76 m)
D Height to Top of ROPS 6 ft. 6 in. (1.98 m) 6 ft. 7 in. (2.01 m)
E Height to Hinge Pin 9 ft. 10 in. (2.99 m) 9 ft. 11 in. (3.02 m)
F Dump Height 7 ft. 10 in. (2.38 m) 7 ft. 11 in. (2.42 m)
G Dump Reach

With Foundry Bucket 29.9 in. (760 mm) 28.7 in. (728 mm)
With Construction Bucket 3 ft. 2 in. (0.95 m) 3 ft. 0 in. (0.92 m)

H Wheelbase 3 ft. 6 in. (1.07 m) 3 ft. 6 in. (1.07 m)
I Ground Clearance 8.5 in. (217 mm) 10.0 in. (254 mm)
J Angle of Departure 25.0 deg. 27.5 deg.
K Front Turn Radius 6 ft. 6 in. (1.98 m) 6 ft. 7 in. (2.01 m)
L Dump Angle (full lift height) 42.0 deg. 42.0 deg.
M Bucket Rollback (ground level) 32.0 deg. 32.0 deg.

Loader Performance 318D 320D
Tipping Load 3,600 lb. (1633 kg) 4,000 lb. (1816 kg)
SAE Rated Operating Capacity 1,800 lb. (817 kg) 2,000 lb. (908 kg)
Rated Operating Capacity with Counterweight 1,950 lb. (885 kg) 2,150 lb. (976 kg)
Boom Breakout 3,500 lb. (1589 kg) 3,500 lb. (1589 kg)
Bucket Breakout Force 5,125 lb. (2327 kg) 5,125 lb. (2327 kg)
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326D / 328D / 332D
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Engine 326D 328D 332D
Manufacturer and Model John Deere PowerTechTM E 5030HT John Deere PowerTech E 5030HT John Deere PowerTech E 5030HT
Non-Road Emission Standards Certifi ed to Interim Tier 4 emissions Certifi ed to EPA Tier 3 emissions Certifi ed to EPA Tier 3 emissions
Cylinders 5 5 5
Net Peak Power (ISO 9249) 70 hp (51.9 kW) at 2,000 rpm 80 hp (59.6 kW) at 2,000 rpm 89 hp (66.7 kW) at 2,400 rpm
Gross Peak Power (ISO 14396) 74 hp (55.1 kW) at 2,800 rpm 85 hp (63.4 kW) at 2,200 rpm 95 hp (71.1 kW) at 2,400 rpm
Displacement 186 cu. in. (3.0 L) 186 cu. in. (3.0 L) 186 cu. in. (3.0 L)
Net Torque Rise 36.0% at 1,400 rpm 43.0% at 1,700 rpm 36.9% at 1,680 rpm
Aspiration Turbocharged and intercooled Turbocharged and intercooled Turbocharged and intercooled
Air Cleaner Dry dual element Dry dual element Dry dual element
Cooling 326D / 328D / 332D
Fan Drive Variable-speed hydraulic drive
Powertrain 326D 328D 332D
Hydrostatic-servo control; four 100 HD heavy-duty chain, continuous loop
Single Speed 7.0 mph (11.3 km/h) 7.0 mph (11.3 km/h) 7.0 mph (11.3 km/h)
Two Speed
 Low 6.0 mph (9.7 km/h) 7.0 mph (11.3 km/h) 7.0 mph (11.3 km/h)
 High 11.0 mph (17.7 km/h) 12.0 mph (19.3 km/h) 12.0 mph (19.3 km/h)
System High-Pressure Relief 5,250 psi (36 197 kPa) 5,250 psi (36 197 kPa) 5,100 psi (35 163 kPa)
Axles Induction-hardened, one-piece forged axle shafts with maintenance-free oil-bath lubrication of inner 

and outer axle bearings
 Maximum Axle Torque 5,680 lb.-ft. (7725 Nm) 6,235 lb.-ft. (8480 Nm) 6,830 lb.-ft. (9289 Nm)
 Tractive Effort 8,725 lbf (3958 kgf) 8,610 lbf (3905 kgf) 9,300 lbf (4218 kgf)
Final Drive Chains, high strength, adjustment free
Brakes Spring-applied, hydraulically released wet-disc park brake
Hydraulics
Standard Pump Flow 21 gpm (80 L/m) 21 gpm (80 L/m) 25 gpm (95 L/m)
Total Pump Flow with High-Flow Option 33 gpm (125 L/m) 35 gpm (132 L/m) 38 gpm (144 L/m)
System Pressure at Couplers 3,450 psi (23 787 kPa) 3,450 psi (23 787 kPa) 3,450 psi (23 787 kPa)
Hydraulic Horsepower
 Standard Flow (calculated) 46 hp (34 kW) 46 hp (34 kW) 53 hp (40 kW)
 High Flow (calculated) 72 hp (54 kW) 77 hp (57 kW) 82 hp (61 kW)
Cylinders 326D / 328D / 332D
John Deere heat-treated, chrome-plated, polished cylinder rods, hardened steel (replaceable bushings) pivot pins
Electrical
Voltage 12 volt
Battery Capacity 925 CCA
Alternator Rating 70 amp
Lights Halogen, 2 front and 1 rear standard
Operator’s Station
ROPS (ISO 3471)/FOPS (ISO 3449) structure with quick-pivot standard
Tires/Wheels 326D 328D 332D
Standard Tire Size 12 x 16.5 10 PR Extra Wall 14 x 17.5 12 PR Extra Wall 14 x 17.5 14 PR Hauler
Serviceability 326D / 328D / 332D
Refi ll Capacities
 Fuel Tank 29.0 gal. (110.5 L)
Operating Weights 326D 328D 332D
Base Machine 8,125 lb. (3689 kg) 8,400 lb. (3814 kg) 9,170 lb. (4163 kg)
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T
Machine Dimensions 326D 328D 332D
A Length without Bucket 9 ft. 10 in. (2.99 m) 9 ft. 10 in. (2.99 m) 9 ft. 10 in. (2.99 m)
B Length 11 ft. 10 in. (3.60 m) 11 ft. 10 in. (3.60 m) 11 ft. 10 in. (3.60 m)
C Width without Bucket 6 ft. 1 in. (1.84 m) 6 ft. 5 in. (1.95 m) 6 ft. 6 in. (1.99 m)
D Height to Top of ROPS 6 ft. 11 in. (2.12 m) 7 ft. 1 in. (2.15 m) 7 ft. 1 in. (2.15 m)
E Height to Hinge Pin 10 ft. 5 in. (3.18 m) 10 ft. 7 in. (3.23 m) 10 ft. 7 in. (3.23 m)
F Dump Height 8 ft. 4 in. (2.54 m) 8 ft. 5 in. (2.57 m) 8 ft. 6 in. (2.59 m)
G Dump Reach

With Foundry Bucket 33.0 in. (838 mm) 31.3 in. (796 mm) 31.6 in. (803 mm)
With Construction Bucket 3 ft. 4 in. (1.02 m) 3 ft. 3 in. (0.98 m) 3 ft. 3 in. (0.98 m)

H Wheelbase 4 ft. 0 in. (1.23 m) 4 ft. 0 in. (1.23 m) 4 ft. 0 in. (1.23 m)
I Ground Clearance 9.7 in. (245 mm) 11.6 in. (295 mm) 10.8 in. (275 mm)
J Angle of Departure 28 deg. 31 deg. 31 deg.
K Front Turn Radius 7 ft. 1 in. (2.17 m) 7 ft. 1 in. (2.17 m) 7 ft. 1 in. (2.17 m)
L Dump Angle (full lift height) 45 deg. 45 deg. 45 deg.
M Bucket Rollback (ground level) 35 deg. 35 deg. 35 deg.

Loader Performance 326D 328D 332D
Tipping Load 5,200 lb. (2359 kg) 5,600 lb. (2542 kg) 6,400 lb. (2906 kg)*
SAE Rated Operating Capacity 2,600 lb. (1180 kg) 2,800 lb. (1271 kg) 3,200 lb. (1453 kg)
Rated Operating Capacity with Counterweight 2,750 lb. (1249 kg) 2,950 lb. (1339 kg) 3,350 lb. (1521 kg)
Boom Breakout 5,000 lb. (2270 kg) 5,000 lb. (2270 kg) 6,600 lb. (2996 kg)
Bucket Breakout Force 7,750 lb. (3519 kg) 10,300 lb. (4676 kg) 13,875 lb. (6299 kg)
*With one-set standard counterweight.
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www.JohnDeere.com

Key: ● Standard ▲ Optional or special     See your John Deere dealer for further information.

Additional equipment

DKADSSCWP Litho in U.S.A. (09-12)

Net engine power is with standard equipment including air cleaner, exhaust system, alternator, and cooling fan, at standard conditions per SAE J1349 and DIN 6270B, 
using No. 2-D fuel at 35 API gravity. Gross power is without cooling fan. Specifi cations and design subject to change without notice. Wherever applicable, 

specifi cations are in accordance with SAE standards. Except where otherwise noted, these specifi cations are based on units with standard equipment, full fuel tanks, 
and 175-lb. (79 kg) operator.

318 320 326 328 332 Engine
● ● ● Certifi ed to Interim Tier 

4 emissions
● ● Certifi ed to EPA Tier 3 

emissions
● ● John Deere PowerTech™ 

E 4024HT
● ● ● John Deere PowerTech E 

5030HT
● ● ● ● ● Auto-idle
● ● ● ● ● Automatic fan-belt 

tensioner
● ● ● ● ● Automatic preheat
● ● ● ● ● Electronic injection 

system
● ● ● ● ● John Deere COOL-GARD™ 

II Extended-Life Engine 
Coolant

● ● ● ● ● John Deere Plus-50™ 
10w30 initial engine 
oil fi ll*

● ● ● ● ● 5-micron primary fuel 
fi lter and water separator

▲ ▲ ▲ ▲ ▲ Cold-weather package
Cooling System

● ● ● ● ● Coolant recovery tank
● ● ● ● ● Cool-on-demand cooling 

system
▲ ▲ ▲ ▲ ▲ Reversing fan drive

Powertrain
● ● ● ● ● High-strength adjust-

ment-free fi nal-drive 
chains

● ● ● ● ● Spring-applied hydrau-
lically released wet-disc 
park brake

● ● ● ● ● Wet-disc brakes
▲ ▲ ▲ Transmission, 2-speed

Hydraulic System
● ● ● ● ● John Deere hydraulic 

cylinders with cushioned 
boom cylinders

● ● ● ● ● Quick-check hydraulic 
fl uid-level sight glass

● ● ● ● ● 5-micron hydraulic fi lter
▲ ▲ ▲ ▲ ▲ High-fl ow hydraulics

Electrical
● ● ● ● ● Automatic shutdown 

with alarm
● ● ● ● ● Auxiliary hydraulics oper-

ator-presence system

318 320 326 328 332 Electrical (continued)
● ● ● ● ● Deluxe instrumentation 

EMU with: Operator-
selectable monitoring – 
Hour meter, engine rpm, 
battery voltage, diag-
nostics, EMU confi gu-
ration, engine coolant 
temperature, hydraulic 
oil temperature / LED 
warning indicators – 
Glow plug, seat switch, 
seat belt, door open, 
auxiliary hydraulics, park 
brake engaged, 2-speed 
engaged, stop, low 
engine oil pressure, 
engine coolant over-
temperature, battery 
not charging, air fi lter 
restriction, hydraulic 
fi lter restriction

● ● ● ● ● Front and rear halogen 
work lights

● ● ● ● ● Triple interlock operator-
presence control system

▲ ▲ ▲ ▲ ▲ Antitheft system
▲ ▲ ▲ ▲ ▲ Backup alarm
● ● Battery, 750 CCA

● ● ● Battery, 925 CCA
▲ ▲ ▲ ▲ ▲ Dual fl ashers
▲ ▲ ▲ ▲ ▲ Horn
▲ ▲ ▲ ▲ ▲ Warning beacon kit

Operator’s Station
● ● ● ● ● Adjustable foot pedals
● ● ● ● ● Deluxe cab headliner
● ● ● ● ● Electronic push-button 

auxiliary controls
● ● ● ● ● Grab handles (4)
● ● ● ● ● Pull-down lap bar
● ● ● ● ● Quick-pivot ROPS
● ● ● ● ● Rear window
● ● ● ● ● ROPS/FOPS operator 

structure
● ● ● ● ● Seat belt, 2-in., 

retractable
▲ ▲ ▲ ▲ ▲ Seat belt, 3-in.
▲ ▲ ▲ ▲ ▲ Shoulder belt
● ● ● ● ● Top window
▲ ▲ ▲ ▲ ▲ Removable top window
● ● ● ● ● Water-shedding deluxe 

vinyl seat

318 320 326 328 332 Operator’s Station 
(continued)

▲ ▲ ▲ ▲ ▲ Deluxe vinyl suspension 
seat

▲ ▲ ▲ ▲ ▲ Air-ride (cloth) seat
● ● ● ● ● 12-volt power port / 

Dome light / Cargo stor-
age / Beverage holder

▲ ▲ ▲ ▲ ▲ Air conditioning with 
heater/defroster

▲ ▲ ▲ ▲ ▲ AM/FM/weatherband 
radio with auxiliary input

▲ ▲ ▲ ▲ ▲ Cab enclosure
▲ ▲ ▲ ▲ ▲ Electrohydraulic joystick 

controls
▲ ▲ ▲ ▲ ▲ Electrohydraulic perfor-

mance package with 
attachment controller

▲ ▲ ▲ ▲ ▲ Floor mat
▲ ▲ ▲ ▲ ▲ Floor mat with left 

footrest
▲ ▲ ▲ ▲ ▲ Hand controls with foot 

throttle
▲ ▲ ▲ ▲ ▲ Heater/defroster
▲ ▲ ▲ ▲ ▲ Rearview mirror
▲ ▲ ▲ ▲ ▲ Severe-duty cab door
▲ ▲ ▲ ▲ ▲ Severe-duty rear grille

Loader
● ● ● ● ● Integral cab boom lock
● ● ● ● ● Patented John Deere 

Quik-Tatch™ (no grease 
required)

▲ ▲ ▲ ▲ ▲ Power Quik-Tatch
● ● ● ● ● Patented John Deere 

vertical-lift boom with 
superior visibility

▲ ▲ ▲ ▲ ▲ Hydraulic self-leveling 
on/off
Other

● ● ● ● ● Convenient front and 
rear tie-downs

● ● ● ● ● Environmental drains 
for all fl uid reservoirs

▲ ▲ ▲ ▲ ▲ Chrome exhaust stack
▲ ▲ ▲ ▲ ▲ Modular rear-weight 

packages
▲ ▲ ▲ ▲ ▲ Single-point lift kit
▲ ▲ ▲ ▲ ▲ SMV sign kit
▲ ▲ ▲ ▲ ▲ Spare tire and wheel
▲ ▲ ▲ ▲ ▲ Tire options: Flotation / 

Solid / Heavy duty
*500-hour engine oil-change intervals when John Deere Plus-50 oil 
and John Deere oil fi lter are used.
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